
Product Description
Dulux Metalclad can be applied without primer 
to retard rust and provide resistance, hiding and 
adhesion on new or rusted ferrous metal: furniture, 
doors, windows, fences, roofs, swings, stairs, tools, 
machinery, ornamental iron, pipes, fire hydrants, etc

Advantages
• Polyurethane-alkyd rust preventive coating for 

exterior ferrous metal. 
• Self priming on ferrous metal. 
• Lead and mercury free. 
• Excellent protection against corrosion. 
• Excellent moisture resistance.

Intended Uses 
• Interior (small surfaces only)
• Exterior new and maintenance work. 
• Residential and Commercial sites. 
• Metal surfaces only.

DULUX® 
METALCLAD®

Polyurethane-alkyd and silicone based rust 
preventive coating for metal surfaces only. 

Surfaces 
• New or rusted ferrous metal:

 ´ furniture
 ´ doors
 ´ windows
 ´ fences
 ´ roofs
 ´ swings

Limitations of Use  
• Interior (small surfaces only).
• Not recommended for: aluminum, zinc,  

non-rusted galvanized metal, marine equipment, 
interior of basins or reservoirs or for interior use  
on large surface areas.

• Do not apply to non-rusted galvanized metal  
without the application of the appropriate rust 
preventive coating.
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 ´ stairs
 ´ tools
 ´ machinery
 ´ ornamental iron
 ´ pipes
 ´ fire-hydrants, etc.


